
 

Cretex Specialty Products • N16 W23390 Stoneridge Dr., Ste. A, Waukesha, Wi  53188 
PH: 800-345-3764 • FAX: 262-542-0301 • www.cretexseals.com 

 
 
SURFACE PREPARATION – All loose and protruding mortar and brick that would interfere with the seal’s 

performance shall be removed and the appropriate surfaces of the frame, chimney and/or cone/corbel prepared in 
accordance with the manufacturer’s instructions. (SEE REVERSE SIDE) 
INSTALLATION – Read complete instructions before starting installation.   

 
1. Install the rubber sleeve with the printing facing up at the top and the top edge of the seal lined up with any 

previously applied alignment marks. 
 

2. Wipe off the outside of one stainless steel band and apply a moderate coating of band lubricant to the slot 
area and a light to moderate coating to the remainder of the band’s outside surface.  Either the top band or 
the smaller band, if two different sized bands are being used, is to be installed first. 

 
3. Install the band in the appropriate band recess with the slotted end against the rubber surface.  Position the 

expansion tool as shown below and expand the band until the locking tabs pop into the tightest slots 
possible. To ensure proper tightness, stop expanding and let the seal “relax” for 30 to 60 seconds and then 
try to tighten again to the next set of slots.  Once the band is fully tightened, loosen the expansion tool slowly 
until the tabs are fully engaged in the slots, and then continue to loosen and remove the tool.  When 
installing a larger diameter band, use one of the auxiliary tool slots to start the expansion process.  Move 
one leg of the tool to the primary tool slot if necessary to complete expansion. 

 
4. Lubricate the second band and install it in the other band recess, attach the tool and expand as before, 

keeping the bands parallel.  The seal may be adjusted up or down as required for minimum or maximum 
chimney coverage or if excessive sleeve expansion is required. 

 
5. A third band is required for the 12-18 and 18-24 LSS sleeves.  When a third band is used, lubricate and 

install band in the recess in the center of seal and expand as before so it is snug. 
 

6. Check the top and the bottom edges of the installed sleeve to insure that they have been properly 
compressed against the surfaces. 

 
NOTE: ALWAYS WEAR GLOVES WHEN HANDLING THE BANDS 

 

 


